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FLAT PLATE HELICAL PILE
CAP, SEE DETAILS

FIBER-WALK PANELS
- PPRODUCT DRAWINGS WILL BE PROVIDED BY

FIBER-WALK FOR ALL PANELS PRIOR TO CONSTRUCITON

HELICAL PILE NOTES:
1) ALL HELICAL PILES TO BE 4 1/2" DIAM. UNLESS

OTHERWISE NOTED.
2) VERTICAL PILES SHOULD BE ABLE TO CARRY 30KN

VERTICAL FORCE AND 5KN LATERAL FORCE IN ULS.
3) VERTICAL PILES SHALL BE TESTED FOR 60KN.
4) INCLINED PILES SHALL BE ABLE TO WITHSTAND 10KN

UPLIFT IN ULS.
5) INCLINED PILES SHALL BE TESTED FOR 20KN.
6) IF THE DESIGNED BRACKET DOES NOT FIT THE HELICAL

PILE, INFORM THE ENGINEER.
7) PLEASE SUBMIT HELICAL PILE SHOP DRAWINGS FOR

REVIEW AND APPROVAL PRIOR TO CONSTRUCTION.

NOTES:
1) ALL OUTSIDE PILE CAPS ARE TO BE PILE CAP #1 UNLESS

OTHERWISE NOTED.
2) ALL MIDDLE PILE CAPS ARE TO BE PILE CAP #2 UNLESS

OTHERWISE NOTED.

LEGEND:
- PILE CAP #1 -

- PILE CAP #2 -

- PILE CAP #3 -

7 7/8"

[0.20m]

OFFSET HELICAL PILES
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BOARD-WALK LAYOUT

BOARDWALK HELICAL PILE LAYOUT
SCALE = N.T.S.

1

** THIS DRAWING TO BE READ IN CONJUNCTION WITH BOARDWALK LAYOUT CREATED BY WSP.
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TYPICAL COMMON PILE LOCATION IN
RELATION TO FIBER-WALK PANELS

** PRODUCT DRAWINGS FOR INDIVIDUAL FIBER-WALK PANELS WILL BE PROVIDED PRIOR TO CONSTRUCTIONIN
ST
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RAILING SHOWN FOR ILLUSTRATION PURPOSES ONLY

2"x1/4" FLAT BAR CROSS BRACING
BOLTED TO HELICAL PILES w/ 3/8"
DIAM. HDG A325 BOLTS TYP.

MAINTAIN MAX. 6" SPACING
FROM U/S FIBER-WALK PANELS

MAINTAIN MAX. 6" SPACING
FROM T/O GRADE

HELICAL PILE

2"x1/4" FLAT BAR CROSS BRACING
BOLTED TO HELICAL PILES w/ 3/8"
DIAM. HDG A325 BOLTS TYP.

FINISHED GRADE
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TYP. DETAILS

PILE CAP #2 - FLAT PLATE
SCALE = 3" = 1'-0"

2
PILE CAP #1 - COMMON U-BRACKET
SCALE = 3" = 1'-0"

1
PILE CAP #3 - ELONGATED U-BRACKET
SCALE = 3" = 1'-0"

3

TYP. POST AND RAILING ELEVATION
SCALE = N.T.S.

7

TYP. CROSS BRACING DETAIL
SCALE = 3/4" = 1'-0"

5
COMMON FIBER-WALK PANEL - 3.0m x 4.0m
SCALE = 1/2" = 1'-0"

6
TYP. POST AND RAILING SECTION DETAIL
SCALE = N.T.S.

4

RESERVED
SCALE = N.T.S.

8
RESERVED
SCALE = N.T.S.

9
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